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OWNER’S MANUAL

Evolution Series Fountain
1/2 hp, 115V, 60 Hz





SET CORRECT
TIME-OF-DAY

STEP#7

STEP#3

STEP#5
TURN ON CONTROL

STEP#2

STEP#1

TRIPPER PINS
SEE STEP#3

PLUG IN LIGHTS
(OPTIONAL
  SOLD SEPERATELY)

PLUG CONTROL
INTO STANDARD
HOUSEHOLD
OUTLET

PLUG IN FOUNTAIN

STEP#6

ON
GREENFOUNTAIN

CONTROL

TESTING GROUND
FAULT INTERUPT(GFCI)

PUSH TO
TEST

PUSH TO
RESET

STEP#4

SET ON/OFF TIMES
(SEE TRIPPER PINS ABOVE)

OFF
RED

FOUNTAIN CONTROL-TIMER PROGRAMMING

Evolution Series Fountain
1/2 HP, 115V, 60 Hz



SCRUBB WITH
PLASTIC BRISTLE

BRUSH TO REMOVE
DEBRIS.

SUCTION
SCREEN

PLUGGED SUCTION SCREEN

OPTIONAL LIGHT PACKAGE INSTALLATION

UPPER
BRACKET
SLOT

LIGHT
BRACKET PLACE BRACKET

IN SLOT

ROTATE BRACKET

SNAP BRACKET
INTO LOWER 
FLOAT SLOT

OPTIONAL NOZZLE INSTALLATION

THROAT

REINFORCING
RING

NOZZLE

SCREWS
INSERT SCREWS IN
NOZZLE FLANGE
AND THREAD INTO
THROAT

FLANGE

INSERT FLOW 
STRAIGHTENER
IN THROAT
REINFORCING
RING SIDE UP

FLOW STRAIGHTENER

SUBMERSIBLE
JUNCTION

BOX

PLUG INTO FOUNTAIN
CONTROL

WASHERS

BRACKET
NUT

IF YOUR SUCTION SCREEN
BECOMES PLUGGED BY POND WEEDS
OR OTHER DEBRIS.

MOUNT LIGHTS
ON BRACKETS

MAINTENANCE AND ACCESSORY INSTALLATION
CAUTION!! BEFORE YOU BEGIN, DISCONNECT 

FROM POWER (UNPLUG FROM CONTROL)

Evolution Series Fountain
1/2 HP, 115V, 60 Hz



Evolution Series Fountain
1/2 HP, 115V, 60 Hz

MOUNTING 
FASTENERS

MOUNTING 
BRACKETS JUNCTION BOX

(PLUGS INTO CONTROL
SUPPLIED WITH FOUNTAIN)

LIGHTS

EV6-L-100 (INCLUDES 100 FOOT POWER CORD)
EV6-L-175 (INCLUDES 175 FOOT POWER CORD)

NOZZLE

ARUM #EV6-N-0.50-ARU
CLUSTER ARCH #EV6-N-0.50-CLA
FLEUR DE LIS #EV6-N-0.50-FLE
SPIDER & ARCH #EV6-N-0.50-SAR
TIARA #EV6-N-0.50-TIA

FLOW 
STRAIGHTENER

MOUNTING 
FASTENERS

LIGHTING KIT NOZZLE KIT

OPTIONAL ACCESSORIES

SAFETY INSTRUCTIONS
Under NO circumstances should anyone enter the water with the electrical equipment plugged   

in and/or in operation.

NEVER run the unit out of water. It will damage the seals and create a dangerous situation for   
the operator. 

NEVER lift or drag the fountain by the power or light cord.

The fountain suction screen should be inspected for clogging on a monthly basis. If matted  weeds, leaves 
and plastic bags are present, remove them with a bristle brush. Failure to keep the suction screen clear of 
blockages will cause low water fl ow and cause the fountain motor to fail. This type of failure is NOT covered 
under the Aqua Control, Inc. warranty. 

In freezing conditions, the fountain must be removed from the water body and stored in an area   
above 32.° 

•

•

•

•

•

GENERAL INFORMATION

If a manufacturing defect is encountered within two years, please contact your Aqua Control distributor. If the 
distributor directs you to return the product, please carefully package the product in its original box and send 
with shipping and insurance pre-paid to the distributor. Upon receipt of the returned product, the distributor will 
inspect the item and determine the validity of the claim.  If the provision of this warranty covers the item, the item 
will be repaired or replaced by Aqua Control at no charge. 

This limited warranty does not apply if the Evolution Series fountain is subject to negligence, abnormal use or 
operation, accident, improper operation, improper voltage or current, or damage by circumstances beyond Aqua 
Control’s means, including but not limited to fi re, fl ood, freezing, or other external environmental forces.  The 
limited warranty does not cover unauthorized alterations or repairs. 

Aqua Control or its distributors are not liable for electrician’s fees incurred for troubleshooting electrical issues.  




